
 

 

 

 

   
 

 

 

 

 

 

¸̧̧   Windows CE.NET 5.0 inside 

¸̧̧   Support Microsoft  

Visual Basic.NET 2003/2005/2008, 

Visual C#.NET 2003/2005/2008, 

EVC++ 

¸̧̧   Power PXA270 CPU: 

32-bit & 520MHz 

¸̧̧   WP-8441: 4 Slots 

WP-8841: 8 Slots 

¸̧̧   128MB SDRAM 

¸̧̧   14MB built-In Flash Disk 

¸̧̧   With dual Ethernet, VGA, USB, 

RS-232/485 ports 

¸̧̧   Dual battery backup SRAM 

¸̧̧   Redundant power inputs 

   
 

   

WinPAC-8441/8841 is the new generation PAC (Programmable Automation Controller) of ICP DAS. It equips a 

PXA270 CPU (520MHz) running a Windows CE.NET 5.0 operating system, variant connectivity (VGA, USB, Ethernet, 
RS-232/485) and 4/8 slots for high performance parallel I/O modules (high profile I-8K series) and serial-type I/O 
modules (high profile I-87K I/O modules).  
 

 

WinPAC PAC, with operating system Windows CE 5.0, has many advantages, including hard real-time capability, small 

core size, fast boot speed, interrupt handling at a deeper level, achievable deterministic control and low cost. Using 

Windows CE.NET 5.0 gives it the ability to run PC-based Control software such as Visual Basic.NET, Visual C#, 

Embedded Visual C++, SCADA software, Soft PLC éetc. It gives you all of the best features of both traditional PLCs 

and Windows capable PCs 
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            HHaarrddwwaarree  FFeeaattuurreess::  
 

¶ Powerful CPU Module 

 R PXA270 CPU: 32-bit & 520MHz 

 R 128MB SDRAM 

 R 14MB built-in Flash Disk 

¶ Built-in VGA Port 

¶ 64-bit Hardware Serial Number 

 R Protecting software & applications 

¶ Rich I/O Expansion Ability 

 R RS-232/485 

 R Ethernet 

 R FRnet 

 R CAN 

¶ I/O module hot swap ability 

 R Plug & play 

¶ Built-In Flash Disk (14MB) 

Good in vibrational environment, e.g. driving ship 

¶ Dual Watchdog timers increase reliability 

R OS watchdog  

R AP watchdog  

¶ Dual battery-backup SRAM (512Kbytes) 

R Retain the data for 5 years while power off 

R Avoid data lost while replacing a new battery 

¶ Dual Ethernet ports 

R Redundant Ethernet communication  

R Global Internet / private Ethernet separate system 

¶ Redundant Power Inputs 

R Prevent from failing by the power loss 

¶ Ventilated Housing Design Allows Operation 

Between -25°C ~ +75°C  

 

 

            SSooffttwwaarree  FFeeaattuurreess::  
 

¶ Windows CE.NET 5.0 

R FTP server  
R Http server  
R ASP (Java script, VB script)  
R SQL server embedded  
R Compact .Net framework 3.5  

¶ Easy Remote Maintenance via Ethernet 

R FTP server: updating applications & data 

R VCEP software: managing the WinPAC PAC 

VCEP can synchronize every movements (screen, 

keyboard and mouse actions) between the PC and 

the WinPAC. 

¶ Built-In OPC Server: Quicker 

R An OPC Server & SCADA software 

R Integrate local/remote I/O modules via 

RS-232/485 or Ethernet: 

R Provide library for eVC, C# or VB.NET developing 

R Support Modbus/RTU protocol 

R Support Modbus/ASCII protocol 

R Support Modbus/TCP protocol 

R Support DCON protocol  

¶ Rich Software Solutions 

R Visual Studio.NET 2003/2005/2008 and eVC 
R Provide SDK/demo programs for C#, VB.NET & 

eVC 

¶ Upgrade Applications just Copy and Play 
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 ̧Field Bus I/O Expansion 

Remote I/O applications: 

RS-485: I-7K / M-7K series / RU-87Pn + high profile I-87K series 
Ethernet: ET-6K / ET-7K / I-8KE4 series 

 

 

 
 

 

 
 

 

 
 

 

 
 

 

 
 

 

 
 

 
 

 

 
 

 

 
 

 

 

 ̧Wireless communication 
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Local I/O slots applications:  
High profile I-8K / I-87K series  
High profile I-8172W + FRnet I/O series 
High profile I-8120 + CAN bus I/O series 

RS-485 

ZB-2570 

Radio RS-232 

RF-87K1/2 

ZigBee 

ZB-2571 

WinPAC-8x41 

SST-2450 

SST-2450 

RS-485 Network 

RS-485 Network 
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